
Material Finishes

P-10: Super Spec 23
Sherwin Williams Paint

Aluminum storefront
system.
Finish: Anodized Black

Metal Panel, 'Gauntlet
Grey,' High Gloss Finish

Belden norman Brick 
Masonry Medium range, 
smooth, Iron Spot. Mortar to 
match solomon products io 
h,  weathered horizontal 
strike. vertical joints are flush

Boral: “Alamo” modular 
brick, morter to match 
solomon products io h, 
light buff Sack rub finish.

Architectural Panels
Nichiha: Vintage Cedar 
Wood Look Material 

McNICHOLS Perforated 
Metal Panel 
Powder Coat: Black

Metal R-Panel
Berridge- Clear Acrylic 
Coated Galvalume

EM-3

MATERIAL TAKE-OFFS: REAR (WEST) ELEVATION

MATERIALS SQ FOOTAGE PERCENT OF TOTAL

METAL SCREEN 99.9 11.3

PARAPET COPING 17.4 2.0

METAL ACCENT PANELS 93.5 10.6

NICHIHA PANELS 136.4 15.4

BRICK 536.0 60.7

TOTAL 883.2 100.0

MATERIAL TAKE-OFFS: DRIVE-THRU (SOUTH) ELEVATION

MATERIALS SQ FOOTAGE PERCENT OF TOTAL

METAL SCREEN 180.9 18.6

PARAPET COPING 23.8 2.4

METAL ACCENT PANELS 0.0 0.0

NICHIHA PANELS 240.2 24.7

BRICK 527.1 54.2

TOTAL 972.0 100.0

MATERIAL TAKE-OFFS: FRONT (EAST) ELEVATION

MATERIALS SQ FOOTAGE PERCENT OF TOTAL

METAL SCREEN 128.1 17.0

PARAPET COPING 19.3 2.6

METAL ACCENT PANELS 93.5 12.4

NICHIHA PANELS 85.1 11.3

BRICK 426.3 56.7

TOTAL 752.3 100.0

MATERIAL TAKE-OFFS: SIDE (NORTH) ELEVATION

MATERIALS SQ FOOTAGE PERCENT OF TOTAL

METAL SCREEN 162.2 15.9

PARAPET COPING 23.8 2.3

METAL ACCENT PANELS 0.0 0.0

NICHIHA PANELS 73.9 7.2

BRICK 760.3 74.5

TOTAL 1020.2 100.0


